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 Making connections  
 

1. Connect the CX-3’s L and R outputs to a stereo monitoring system, or plug in headphones to the headphone jack, 
located on the left front edge.  

2. Connect the included OXP-1 expression pedal (or any compatible expression/CV pedal) to the appropriate jack on the 
rear panel.  

 !  You may need to calibrate the CX-3 to recognize the pedal’s minimum and maximum levels. To do so, press the 
GLOBAL key, then press key #8  press the left CURSOR twice: the display reads, “ExpPdlCalibration”; press ENTER  
The display reads, “Set Minimum:”. With your heel back to the floor, press ENTER. The display now reads, “Set 
Maximum:”  Move the pedal all the way forward and press ENTER  press WRITE/YES and the press GLOBAL to write 
your new Global settings  press WRITE/YES again to confirm, and then press EXIT to exit Global mode. 

 
 
 Playing the Demo Songs  

1. Press GLOBAL, then press key#8  press WRITE/ENTER. There are nine demos, which will automatically start playing 
and will cycle through all of the songs. Sit back and enjoy! 

2. To choose a specific demo song, make your selection with the BANK -/+keys.  

3. To leave demo mode, press the EXIT key. 

 
 
 Selecting Programs:   

1. Select a Bank with the BANK -/+keys. Then select a Program with keys # 1-8. Note: Make sure that UPPER and 
LOWER DRAWBAR SELECT are set to “PRESET”. 

2. The Programs in the CX-3 are ‘organ’-ized via Vertical Banking. For instance, pressing key #8, and then cycling through 
the Banks, shows off Programs that mimic a tone wheel organ’s “Church” presets. 

3. To select an EX Mode Program, press the EX MODE key, and then select Programs as above. Like in Normal mode, 
they are ‘organ’-ized with Vertical Banking! 

 
Normal: 

1 2 3 4 5 6 7 8 

JazzPerc Comp Rock Gospel R&B JazzPerc2 Rock2 Church 

 
EX Mode: 

1 2 3 4 5 6 7 8 

Standard Pipe Organ Attack Comp Bright Clean/Perk Combo EFX 

 
 
 
 

 About the “Signature” presets:  
 

When you see initials in front of a sound, it is a Signature preset made by one of the consulting artists who helped 
to develop the CX-3. The artists are: AK – Al Kooper, BA – Brian Auger, BC – Bill Champlin, DM – Don Muro, 
DS - Derek Sherinian, GP – Greg Phillinganes, LS – Dr. Lonnie Smith, TC – Tom Coster. 

 





CX3 EasyStart 

 4 

 !  The Rotary Stop function can be assigned to a second PS-2 footswitch on a per-Program basis, for hands-free Rotary 
control! 

 
 
 

 Editing the Drawbar settings of a Program:  “Live” drawbars in Drawbar Preset mode  
1. Press the [EDIT] key, then press key #2. The Display reads “UPPER” and shows a graph of the programmed drawbar 

levels. The display is now in an interactive state: move the Upper drawbars, and the Display reflects the change  press 
the right cursor key [>] and the Display now reads “LOWER”: Now you can freely edit the Lower drawbars in the same 
manner. 

2. To edit a Preset it is likely that you will want to first get the drawbars set exactly like the Preset. Just pay attention to the 
display, and move each of the nine drawbars until they catch up with the original settings in the display. Then you can 
make changes with the physical drawbars, accurately represeting what was stored.  

 
 Tip:  Edit Mode remembers the Edit page you ‘parked’ on the last time you used it. When you select another Program and 

press the EDIT key, the display returns you to Group 2, the Drawbar Edit page. 
 
 
 

 Splitting the keyboard, Changing Split Point, Changing the Octave 
 

1. Select Program A-3 Felix’s Da Kat. To split the keyboard, press the SPLIT key (it will light). 

2. To change the Split Point, press the EDIT key, then press key #7. The display says “Split Point:” Press the [-] key once 
to change the Split Point from C4 to B3. 

3. To change the octave of the lower manual sound (below the split), press the [>] CURSOR key twice, so that the display 
reads “Split Lower Octave: ”  press the [+] key twice to raise the lower area of the keyboard two octaves. 

 !  These edits will not be retained unless they are written to the Program. 
 
 
 
 Writing a Program 
 
 

1. Press the WRITE/ENTER key. The display reads ”WRITE “. Note the speaker icon: when it is next to the left 
Bank/Program#, it allows you to hear the edited Program in the buffer.  

2. Press the [>] CURSOR key once, and the speaker icon moves to the right Bank/Program #. This allows you to audition 
the destination Program before you destructively write over it. Use the [+] or [-] keys if you wish to find another 
destination. 

3. Press the WRITE/ENTER key twice to execute the Write operation. 

 
 
 Restoring Factory Preload data 
 

1. Hold down keys #2 and #7 while turning on the power (power switch located on the back of the CX-3). 

2. The display will prompt “Load Factory Data?”  press the WRITE/ENTER key to complete the operation. 

 




